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FOTODISPOSITIVO INFRAROSSO
PORTATA mt. 20
CORRISPONDENTE ALLE NORME UNI EN

ALLINEAMENTO:
Rispettare ALTEZZE e DIREZIONE
ad allineamento avvenuto

1=0V/acdc-
2=12V/acdc+
3=24V/acdc+
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PHOTOCELLULES A AUTO-ALIGNEMENT

il LED sul ricevitore si spegnera

1=0V/acdc-
2=12V/acdc+
3=24V/acdc+
Assorbimento mA 25

Caractéristiques techniques

Alimentation 12124 Ve.a. Ve.c.
Portée 20m.
Consommation; Emetteur 25 mA
Consommation: Recepteur 35mA

Type de relais NO-NF: n. 2 relais 1Al24V
Liaison

1=0V/acdc- 4 commun

2=12V/acdc+
3=24V/acdc+

5 N.F. aligné (LED étéint)
6 N.O. aligné (LED étéint)
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INFRARED PHOTOSENSORS

Specifications

Power supply 12/24 V.AC. V.DC.

Range 20m.

Power consumption: transmitter 25mA

Power consumption: receiver 35mA

Flip-flop based on 2 relays 1AI24V

Wiring (cable connections)

1=0V/acdc- 4 common

2=12V/acdc+ 5 N.C.inline (LED off)

3=24V/acdc+ 6 N.O.inline (LED off)

Technische Eingeschaften Caracteristicas Técnicas

Spannung 12/24 Vo.a. Ve.c. Alimentacion 12/24 Ve.a. Ve.c.
Senolebereich 20 m. Alcance 20m.
Verbrauch: Sender 25mA Consumo: transmisor 25 mA
Verbrauch: E['npfanger_ 35mA Concumo: receptor 35mA

Typ von Relais: 2 Relais 1A/24Y Tipo de relé: n. 2 relé 1A/24V
Anschlisse Conexion

1=0V/acdec- 4 gemein 1=0V/acdc- Comtin

2=12V/acdc+
3=24V/acdc+

5 N.C.in Reihe (LED aus)
6 N.O.inReihe (LED aus)

2=12V/acdc+
3=24V/acdc+

(< IS

N.C. en alineacion (LED apagado)
N.A. en alineacién (LED apagado)
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Collegamento 24 VAC/ 24 VAC Diagram
Branchement 24 VAC / Conectado para 24 Vac

Cavo N Cavo B
Cable N Cable B
Cable N Céble B
CabloNg ¢Cablo B TX
RX 123
123456 |OOO
000000 N B
Nl B -
Inserire J per utilizzare sincronismo Funzionamento 12 VAC collegare 1/2
Insert J in order to use syncro feature Connect 1/2 in order to operate at 12 VAC
Inserer J pour utiiser le synchronisme Brancher 1/2 pour le fonctionnement 12 VAC
Conectar J para utilizar sincronismo Conectar 1/2 para funcionamento 12 VAC
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Il sistema funziona solo in AC
Syneroniziation feature operate only with AC supply C €
Le systéme de synchronisme fonctionne seulement en AC

Utilizar el sisterma de sincronismo solo en AG Made in ltaly



