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Start by Reading These Important Safety Rules

WARNING: If your garage has no service entrance door, an Outside Quick Release must be installed. This accessory allows
manual operation of the garage door from outside in case of power failure.

Keep garage door balanced. Sticking or binding doors must be
repaired. Garage doors, door springs, cables, pulleys, brackets and
their hardware are under extreme tension and can cause serious
personal injury. Do not attempt to loosen, move or adjust them. Call
for garage door service.

Do not wear rings, watches or loose clothing while installing or
servicing a garage door opener.

To avoid serious personal injury from entanglement, remove all ropes
connected to the garage door before installing the door opener.

Installation and wiring must be in compliance with your local building
and electrical codes. This is a class 2 double insulated product,

connesction to earth is not required or provided.

Lightweight doors of fiberglass, aluminum or steel must be
substantially reinforced to avoid door damage. The best solution is
to check with your garage door manufacturer for an opener installation
reinforcement kit.

The safety reverse system test is very important. Your garage door
MUST reverse on contact with a 40mm obstacle placed on the floor.
Failure to properly adjust the opener may result in serious personal
injury from a closing garage door. Repeat the test once a month and
make any needed adjustments.

This unit should not be installed in a damp or wet space.

Door must not extend over a public byway during
operation.

Fasten the child warning label adjacent to the lighted door control
button as a reminder of safe operating procedures.

Disengage all existing garage door locks to avoid damage to
garage door.

Any door control buttons (if installed) MUST be located where the
garage door is visible, but out of the reach of children. Do not
allow children to operate push button(s) or remote control(s).
Serious personal injury from a closing garage door may result
from misuse of the opener.

Activate opener ONLY when the door is in full view, free of
obstructions and opener is properly adjusted. No one should
enter or leave the garage while the door is in motion. Do not allow
children to play near the door.

Use manual release only to disengage the trolley and, if possible,
ONLY when the door is closed. Do not use the red handle to pull the
door open or closed.

Disconnect electric power to the garage door opener before
making repairs or removing covers.

This product is provided with a transformer and power supply cord of
special design which, if damaged, MUST be replaced by a
transformer from your local Chamberlain Anz distributor and
fitted by a specialist.

SAVE THESE INSTRUCTIONS

ASSEMBLY HARDWARE

1. Square Head Screws (2)

2. 8mm Carriage Bolt (1)

3. Cable Pulley (1)

4. Pin (1)

5. 8mm Lock Nut (1)

6. Pulley Bracket (1)

These safety alert symbols mean WARNING – a personal safety or property damage instruction. 

Read these instructions carefully.

This garage door opener is designed and tested to offer reasonable safe service provided it is installed and operated in strict accordance with
the following safety rules.

Failure to comply with the following instructions may result in serious personal injury or property damage.

INSTALLATION HARDWARE

7. 6mm Nut (5)

8. Concrete Anchor (4)

9. 6mm Lag Bolt (4)

10. Clevis Pins (2)

11. 6x25mm Hex Bolt (2)

12. Wire Clips (3)

13. Hex Screws (2)

14. C-rail Bracket (1)

15. Clevis Pins (2)

16. Ring Fastener (4)

17. Flat Washer (1)

18. Anchor (2)

19. Insulated Staples (10)

20. 6x12mm Hex Bolt (1)

Before You Begin
This operator is suitable for sectional doors.

1. Look at the wall or ceiling above the garage door. The header bracket MUST be
securely fastened to structural supports.

2. Do you have a finished ceiling in your garage? If so, a support bracket and
additional fastening hardware (not supplied) may be required.

3. Do you have an access door in addition to the garage door? If not, an Outside
Quick Release Accessory is required.

Hardware Provided3

Tools Required for Installation2

1 CCoommpplleetteedd  IInnssttaallllaattiioonn
As you proceed with the assembly, installation and adjustment procedures in

this manual, you may find it helpful to refer back to this illustration of a

completed installation.

4

(1) Cable Pulley Bracket

(2) Trolley

(3) Chain/Cable Assembly

(4) Rail

(5) Hanging Bracket

(6) Power Cord

(7) Opener

(8) Light Lens

(9) Manual Release
Rope & Handle

(10) Door Arm

(11) Door Bracket 

(12) Header Bracket

WARNING
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Fasten Door Bracket

Sectional and One-Piece Door Installation Procedure:

Door bracket (1) has left and right side fastening holes. If your
installation requires top and bottom fastening holes use both the door
bracket and door bracket plate (2) as shown.

1. Center door bracket (with or without door bracket plate, as required)
at the top inside face of door as shown. Mark holes.
A.Standard Sectional or One-piece doors: locate bracket at inside
face of the door.
B. Sectional doors with two horizontal roller channels: 150 -
250mm below the top of the door.

2. A. Sheet metal doors

Fasten with wood screws (4).

B. One-piece door optional

Fasten with wood screws (4).

Connect Door Arm to Trolley
A. Preferred Installation:

Disconnect Trolley by pulling on the red handle and slide towards door. With
door closed connect Straight Door Arm (5) to Trolley (4) with Clevis Pin (6),
secure with Ring Fastener (7). Connect Curved Door Arm (2) to Door Bracket
with Clevis Pin (6) Secure with Ring Fastener (7). Align Straight and Curved
Door Arms with a 2 hole overlap connect with Bolt (3), secure with Nut (1), If
Straight Door Arm (5) is too long, cut the end of the Door Arm.

B. Where extra travel distance is required:

With door closed connect Curved Door Arm (2) to Door Bracket  with Clevis Pin
(6), secure with Ring Fastener (7). Lift Curved Door Arm (2) to meet Trolley,
connect door arm to Trolley with Clevis Pin (6), secure with Ring Fastener (7).

Connect Electric Power
To avoid installation difficulties, do not run the garage door opener until

instructed to do so.Plug the opener into electric outlets as specified by local wiring
codes. The opener light will turn on when power is connected and remain on for 2-
1/2 minutes.

16
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ASSEMBLY SECTION

Assemble Rail 
Place Rail pieces (1) on a flat surface for assembly. Take special note of the raised
line on the Rail pieces (4) these lines MUST line up in order for the Rail to fit
together properly. All four Rail sections are interchangeable. Slide Rail Braces (2)
into slots on the sides of Rail. Make sure small tabs on Rail Braces (3) are up
against top lip of Rail. Connect Rail by sliding other end of braces into next Rail. Be
sure the raised lines that run down Rail sections (4) line up. Tap Rail assembly (5) on
a piece of wood (6) until Rail sections are flush. Repeat for final Rail section.

Reinforcement of rail (GPD65)

Install C-rail clamp when clearance between rail and ceiling exceeds 60mm. 

Install the C-rail clamp (1) with bolt (2) and nut (3) included at position shown.
(fig.5A)

Position C-rail clamp on the joint of the first and second rail section from the door
closed position and tighten screw.

Make sure the C-rail clamp is located exactly over the joint of both rail sections. The

clamp is for additional reinforcement of the rail and not required when

headroom clearance is less than 60mm.

Assemble Cable Pulley Bracket
IInsert Carriage Bolt (1) though square hole in Cable Pulley Bracket (4). Remove
Chain/Cable assembly (3) from carton. Wrap Cable around Cable Pulley (2) and
insert Pulley into Bracket (NOTE: Make sure the Bracket is assembled in position
shown). Slide pin (5) through holes in Cable Pulley Bracket and Cable Pulley. NOTE:
Trolley with Magnet (6) MUST be installed in the position shown.

Insert Chain/Cable into Rail
Slide Cable Pulley Bracket (1) into Rail assembly (3), be sure to insert Cable Pulley
Bracket as shown. Push Cable Pulley Bracket toward front of Rail and slide Inner
Trolley (2) into Rail assembly. Magnet (4) MUST be installed in position shown or
unit will not function properly.

Attach Trolley to Rail 
Turn Rail assembly over. Slide Outer Trolley (1) into Rail assembly (2), be sure the
end with Door Arm Hole (3) is heading in direction of door (4). Slide Outer Trolley
down Rail until it engages with Inner Trolley.

Attach Rail to Unit
Turn Rail assembly over. Wrap Chain around Drive Sprocket (1). Slide Rail assembly
(2) toward unit and into slots on top of unit.

Attach C-Bracket (3) on rail and secure with screws (4) as shown. Push Cable Pulley
Bracket forward making Chain tight on sprocket. Chain MUST engage teeth on Drive
Sprocket.

Attach Rail End Bracket 
Turn Rail and Unit assembly over. Slide Cable Pulley Bracket (2) toward front end of
Rail (3). Be careful Chain does not come off Drive Sprocket on unit or become
twisted. Slide Carriage Bolt (5) into Rail End  Bracket (1). Secure with Lock Nut (4)
and Washer (6). Tighten Nut until Chain does not droop below rail. Do NOT over
tighten.

ASSEMBLY OF YOUR OPENER IS NOW COMPLETE.

INSTALLATION SECTION 
Wear protective goggles when working overhead to protect your eyes from injury.
Disengage all existing garage door locks to avoid damage to garage door. To avoid
serious personal injury from entanglement, remove all ropes connected to garage
door before installing opener.
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Attach Rail to Header Bracket

Position opener on garage floor below the header bracket. Use packing material to

protect the cover. Raise rail until holes in the header sleeve and holes in the header

bracket align. Join with clevis pin (1). Insert ring fastener (2) to secure.

NOTE: To enable the rail to clear sectional door springs, it may be necessary to lift
opener onto a temporary support. The opener must either be secured to a support
or held firmly in place by another person.

Hang Opener 
Bend Hanging Brackets (1) so they are flat against ceiling. Measure distance from
Header Bracket to Ceiling Mounting Bracket Bolts. Mark length on ceiling starting at
the Header Wall, along this point is where the unit will be mounted. Lift door to full
open position, rest opener on door. Insert Square Head Screws (A) into Rail
assembly (B) approximately 120mm from end of Rail near motor unit. Slide Hanging
Brackets on to Square Head Screws and secure Brackets with Nuts (5). In this
process the Square Head Screws hook into slots on the sides of rail. (C)

For concrete ceilings, drill 8mm pilot holes into ceiling and insert Concrete Anchors
(2). Secure Hanging Brackets to ceiling with Lag Screws (3). For wood ceilings, drill
4mm pilot holes and secure with Lag Screws (3).
Optional: A second set of hanging brackets is recommended when door is very
heavy. The hanging brackets should be located in the first third to the center of the
rail from the front or at the location the garage door opener lifts the rail upwards the
most during the travel.

13

Install the Header Bracket

NOTE: Refer to vertical center and horizontal lines created in step 11 for
proper placement of header bracket.
A. Wall Mount: Center the header bracket (1) on the vertical center line (2) with the

bottom edge of the header bracket on the horizontal line (4) (with the arrow

pointing toward the ceiling). Mark all of the header bracket holes (5). Drill 4,5 mm

(3/16") pilot holes and fasten the header bracket with wood screws (3).

B. Ceiling Mount: Extend vertical center line (2) onto the ceiling. Center the header

bracket (1) on the vertical mark no more than 150 mm (6") from the wall. Make

sure the arrow is pointing toward the opener. Mark all of the header bracket holes

(5). Drill 4,5 mm (3/16") pilot holes and fasten the header bracket with wood

screws (3). For concrete ceiling mount, use concrete anchors (6) provided.

Clearance between highest point of travel and Rail should not exceed 50mm

and can be zero when clearance between door and ceiling is only 30mm.

12

Find Center of Garage
Mark center of door (1). Extend line onto ceiling (2).

11

14
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Replace Light Bulb
Replace light bulb (1) with a 21 watt maximum light bulb. Insert bulb into socket as
shown. The light will turn on and remain lit for 2 1/2 minutes when power is
connected. After 2 1/2 minutes it will turn off.

21

Test the Safety Reverse System
The safety reverse system test is important. Garage door must reverse on
contact with a 40mm obstacle laid flat on the floor. Failure to properly adjust
opener may result in serious personal injury from a closing garage door.
Repeat test once a month and adjust as needed.
Procedure: Place a 40mm obstacle (1) laid flat on the floor under the garage door.
Operate the door in the down direction. The door must reverse on the obstruction.
If the door stops on the obstruction, it is not traveling far enough in the down

direction. Move Close Limit closer to door.
When the door reverses on the 40mm obstacle, remove the obstruction and run the
opener through a complete travel cycle. Door must not reverse in closed position. If
it does, adjust Limit and repeat safety reverse test.

Place 20kg at the center of the door and ensure that the door will not move up more
than 500mm.

SAVE THESE INSTRUCTIONS

19

Program Remotes
Activate the opener only when door is in full view, free of obstruction and

properly adjusted. No one should enter or leave garage while door is in

motion.

Your garage door opener receiver and Remote Control Transmitter are set to a
matching code. If you purchase additional Remote Controls, the garage door opener
must be programmed to accept the new Remote code.

To program receiver to match additional Remote Control codes:

1. Press and release the program button on the side of the unit (1). The green LED
will glow steadily for 30 seconds.

2. Within 30 seconds press and hold the button on the hand-held Remote (2).

3. Release the button when the motor unit light blinks. It has learned the code. If the
light bulb is not installed, two clicks will be hear.

To erase all codes from motor unit memory or to deactivate any unwanted

Remote, first erase all codes:

Press and hold the program button (1) on motor unit until the learn indicator light
goes out (approximately 6 seconds). All previous codes are now erased. Reprogram
each Remote or Keyless Entry you wish to use.

20

Operation Of Your Opener

Your opener can be activated by any of the following devices:

• The Remote Control Transmitter. Hold the push button down until the door starts to
move.

• The Lighted Door Control Button (if you have installed this accessory). Hold the
button down until door starts to move.

• The Outside Keylock or Keyless Entry System (if you have installed either of these
accessories). 

Opening the Door Manually:

Door should be fully closed if possible. Weak or broken springs could allow an open
door to fall rapidly. Property damage or serious personal injury could result.

The door can be opened manually by pulling the release handle down. To reconnect
the door, activate the unit.

Do not use the manual release handle to pull the door open

or closed.

When the Opener is Activated by Remote Control or Door Control Button:

1. If fully open, the door will close.

2. If closed, the door will open. 

3. If opening or closing, the door will stop.

4. If partially open, the door will move in the opposite direction of last travel. 

5. If an obstruction is encountered while closing, the door will reverse to the open
position.

6. If an obstruction is encountered while opening, the door will reverse for 1 second. 

7. The optional Protector System™ uses an invisible beam which, when broken by
an obstruction, causes a closing door to open and prevents an open door from
closing. It is STRONGLY RECOMMENDED for homeowners with young children.

Allow a 15 minute cooling period after 5 continuous operations of the opener.

The opener light will turn on:  1. when opener is initially plugged in;
2. when the power is interrupted; 3. when the opener is activated. 

The light turns off automatically after 2-1/2 minutes. Bulb size is 
21 Watts maximum.

Setting the Force
The Force is programmed to operate most doors, however, if Limits are not able to
be set, or the door reverses during normal operation follow this procedure: Locate
the Program Button (1) on the left side panel of unit (2). Push the Program Button
twice to enter unit into Auto-Force Adjustment Mode. The green LED will flash
slowly. Activate unit with remote and run the unit to the Open Limit. Activate unit
again to run the unit to the Closed Limit. The door must travel through a complete
cycle up and down in order for the Force to be set properly. If the unit stops before it
reaches the Open or Close Limit repeat the process. The green LED will stop
flashing when the Force has been learned.

18

Attach Limit Switches
NOTE: The limits must be installed as shown. If installed incorrectly the unit will not
function properly.
Close garage door by hand. Determine the position of the Close Limit Switch (1)
(Long wire) by aligning the center of trolley and the center of the Limit Switch. The
Limit Switches are actuated by a magnet in the Inner Trolley. Insert bottom tab (5) of
Limit Switch (1) into bottom lip of Rail (7). Insert top tab (4) under top lip of Rail (6).
Lift limit assembly against top lip of Rail and tighten screw (8) to secure Close Limit
Switch. Open garage door by hand to the full open position. Pull red handle to open
door past Inner Trolley. Determine the position of the Open Limit Switch (3) (Short
Wire) by aligning the center of the Trolley and the center of the Limit Switch. Insert
bottom tab (5) of Limit Switch (1) into bottom lip of rail (7). Insert top tab (4) under
top lip of rail (6). Lift limit assembly against top lip of rail and tighten screw (8) to
secure Open Limit Switch. Insert wires for Limit Switch (9) into top channel of Rail
(10). Secure wires with wire clip. the wires must be secured so they do not interfere
with the travel of the Trolley. Activate remote, the opener will operate and reconnect
to the door automatically. Run opener 2 full travel cycles. If the door reverses in mid
travel go to Setting the Force Section. Adjust Limit Switches as necessary to fully
open and close the door without reversing.

17
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7. Door opens but won’t close:

• Check The Protector System™ (if you have installed this accessory). If the light
is blinking, correct alignment.

Repeat the safety reverse test after the adjustment is complete.

8. Opener light does not turn on:

Replace light bulb (21 Watts maximum).

9. Opener light does not turn off:

Defective logic board.

10. Opener motor hums briefly, then won’t work:

• Garage door springs are broken. Close door and use Manual Release Rope
and handle to disconnect Trolley. Open and close door manually. A properly
balanced door will stay in any point of travel while being supported entirely by
its springs. If it does not, call for a professional garage door service to correct
the problem. 

• If problem occurs on first operation at opener, door may be locked. Disable
door lock.

11. Opener won’t activate due to power failure:

• Pull Manual Release Handle to disconnect Trolley. Door can be opened and
closed manually. The next time opener is activated, the Trolley will reconnect.

• The Outside Quick Release accessory 1702EMLM (if fitted) disconnects the
Trolley from outside the garage in case of power failure.

12. Door reverses after the force adjustment was completed.

• Watch rail if it bends. If so, see point 13+14.

• Door is very heavy and/or in bad condition. Call for professional garage door
service.

13. Rail bends a lot

• Use rail clamp. (see section 5A)

• Garage door is very heavy or in bad condition. Call for professional garage door
service.

14. Do I need to use the rail clamp?

• Avoids bending of rail.

15. Opener light flares

• When the garage door is very heavy or isn’t smooth running.

>> Normal

16. Opener overrides one of the limit switches

• Limit switches are not installed at the correct side of the rail and/or in the
location. See “Attach Limit Switch”

• A functional test of the rail contact (cable) can be made with a simple
household magnet. 

• Check condition of cables for insulation damages

• Check if the magnet located inside the inner trolley is in place

HAVING A PROBLEM?

1. Opener doesn’t operate from remote:

• Does the opener have electric power? Plug lamp into outlet. If it doesn’t light,
check the fuse box or the circuit breaker. (Some outlets are controlled by a wall
switch.)

• Have you disengaged all door locks? Review installation instruction warning on
page 1.

• Try a new battery.

• If you have two or more remotes and only one operates, review receiver
programming procedures in Step 21.

• Is there a build-up of ice or snow under door? The door may be frozen to
ground. Remove any obstruction.

• The garage door spring may be broken. Have it professionally replaced.

2. Remote has short range:

• Is battery installed? Try a new one.

• Change the location of the remote control in the car.

• The metal garage door, foil-backed insulation or metal siding will reduce the
transmission range.

3. Door reverses for no apparent reason and opener lights don’t blink:

• Is something obstruction the door? Pull Manual Release Handle. Operate door
manually. If it is unbalance or binding, call for professional garage door service.

• Reprogram the Force.

• Clear any ice or snow from garage floor area where garage door closes.

• If door reverses in fully closed position, adjust the Close Limit.

Repeat safety reverse test after adjustment is complete.

The need for occasional adjustment of the Limit positions is normal. Weather
conditions in particular can affect door travel.

4. Door reverses for no apparent reason and door control button light blinks

for 5 seconds after reversing:

• Check The Protector System™ (if you have installed this accessory). if the light
is blinking, correct alignment.

5. The garage door opens and closes by itself:

• (Keypad or Code Switch transmitters only) Is there a neighbor with a garage
door opener using the same code? Change your code.

• Make sure remote push button is not stuck in ON position.

6. Door does not close completely:

Adjust the Close Limit.

Repeat safety reverse test after any adjustment of door arm length, or Close

Limit.

Care Of Your Opener
When properly installed, opener will provide high performance with a minimum of
maintenance. The opener does not require additional lubrication.

Limit and Force Adjustments: These adjustments must be checked and properly
set when opener is installed. Only a screwdriver is required to adjust the
limits. Weather conditions may cause some minor changes in the door operation,
requiring some re-adjustments, particularly during the first year of operation.
Refer to the Limit and Force Adjustments on page 2. Follow the instructions carefully
and repeat the safety reverse test after any adjustment.

Remote Control Transmitter: Additional Remotes can be purchased at any time
for use in all vehicles using garage. Refer to Accessories.The receiver must be
programmed to operate with any new Remote.

Remote Control Battery: The lithium batteries should produce power for up to 5
years. If transmission range lessens, replace battery.

To Change Battery: Insert batteries positive side up. To replace cover, snap shut
along both sides. Do not dispose of the old battery with household waste. Take
batteries to a proper disposal center.

Maintenance Of Your Opener
Once a Month:

• Repeat safety reverse test. Make any necessary adjustments.

• Manually operate door. If it is unbalanced or binding, call for professional garage
door service.

• Check to be sure door opens and closes fully. Adjust Limits and/or Force if
necessary.

Twice a Year:

• Check chain tension. Disconnect Trolley first. Adjust if necessary.

Once a Year:

Oil door roller, bearings and hinges. The opener does not require additional
lubrication. Do not grease the door tracks.



Replacementparts 
1. 041A5644 Trolley with chain/cable assy (GPD60)

001A6355-3 Trolley with chain/cable assy (GPD65)

2. 001A5690-35 Head only (GPD60)

001A5690-36 Head only (GPD65)

3. 001A5643-6 Hardwarebag

4. 012B0905 Door bracket

012B0906

5. 012C0908 Rail end bracket

6. 012C0788 Header bracket 

7. 001B0911 C-rail clamp (GPD65)

8. 05765 Rail hardware

9. 183D0181-3 Rail parts (GPD65)

10. 041A5676 Rail parts (GPD60)

11. 041C0521-1 Limit switch (GPD60)

041A0521-2 Limit switch (GPD65)

12. 001A4166 Push button

13. 001B4494-1 Wire

14. 041A0079 Lightbulb

24
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Accessories

(1) Model 84330EML Single-Function Remote Control

(2) Model 84333EML 3-Function Remote Control

(3) Model 84335EML 3-Function Mini Remote Control

(4) Model 8747EML Keyless Entry System

(5) Model 845EML Multi-Function Door Control Panel

(6) Model 760EML Outside Keylock

(7) Model 1702EML Outside Quick Release

(8) Model 770EML The Protector System™

(9) Model 1703EML The Chamberlain Arm™

(10) Model 75EML Lighted Door Control Button

(11) Model 1EML Door Handle Quick Release

(12) Model 41EML 2 Position Key Switch

NOT SHOWN:

Model MDL100EML Mechanical Door Latch

WIRING INSTRUCTIONS FOR ACCESSORIES

Outside Keylock – To opener terminals: Red-1 and White-2

Protector System™ – To opener terminals: White-3 and Grey-4

Door Control Panel – To opener terminals: Red-1 and White-2

22

Wiring the Lighted Door Control Button 
(Optional)

Locate any Wall Mounted Door Control where the garage door is visible, away

from door and door hardware, at a minimum height of 1.5m. fasten the child

warning label on the wall near the Door Control.

There are 2 screw terminals (1) on the back of the Door Control (2). Strip about
6mm of insulation from bell wire (4). Separate wires enough to connect the white/red
wire to terminal screw 1 and the white wire to terminal screw (1) 
Lighted Door Control Button: Fasten to an inside garage wall with sheet metal
screws (3) provided with Lighted Push Button. Drill 4mm holes and use anchors (6)
if installing into drywall or concrete. A convenient place is beside the service door
and out of reach of children.

Run the bell wire up the wall and across the ceiling to the garage door opener. Use
insulated staples (5) to secure wire.

The opener Quick-Connect Terminals (7) are located in the recess next to the learn
button on the left side panel. Insert bell wire into holes in the Quick Connect
Terminals as follows: Red/White to Red and White to White.

Install Protector System™
(Optional) –  (See accessories)
After opener has been installed and adjusted, The Protector System™ accessory
can be installed. Instructions are included with this optional device.

The Protector System™ provides an additional measure of safety against a

small child being caught under a garage door. 

It uses an invisible beam which, when broken by an obstruction, causes a closing
door to open and prevents an open door from closing and is strongly recommended
for homeowners with young children.

23

Specifications

Input Voltage  . . . . . . . . . . . . . . .230 VAC 50Hz

Max. Pull force  . . . . . . . . . . . . . .600N (GPD60), 650N (GPD65)

Rated Power Input  . . . . . . . . . . .85 Watts

Rated Load  . . . . . . . . . . . . . . . .3.0 Nm

Standby Power . . . . . . . . . . . . . .9 Watts

Max. Door Weight  . . . . . . . . . . .60kg (GPD60), 80kg (GPD65)

Motor

Type  . . . . . . . . . . . . . . . . . . . . . .63:1 Worm Gear Reduction

Volts  . . . . . . . . . . . . . . . . . . . . . .24VDC

Drive Mechanism

Length of Travel  . . . . . . . . . . . . .2,3 m (GPD60), 2,5 m (GPD65)

Travel Rate  . . . . . . . . . . . . . . . .8cm/sec

Lamp  . . . . . . . . . . . . . . . . . . . . .24V 21 Watts

Safety

Electronic  . . . . . . . . . . . . . . . . . .Auto-Force Adjustment

Electrical  . . . . . . . . . . . . . . . . . .Thermal Fuse in Transformer

Limit Adjustment . . . . . . . . . . . . .Manual

Dimension

Length (Overall)  . . . . . . . . . . . . .2,75 m (GPD0), 3,05 m (GPD65)

Headroom Required . . . . . . . . . .30mm

Hanging Weight  . . . . . . . . . . . . .9kg (GPD60), 9,5kg (GPD65)

Receiver Code Registers

Rolling Code  . . . . . . . . . . . . . . .8

Operating Frequency  . . . . . . . . .433.92MHz

Dec la ra t ion  o f  Con fo rmi ty

The undersigned, hereby declare that the equipment specified, and all
accessories, conforms to the Directives and Standards stated.

Model:....................................................................................GPD60/GPD65

2004/108/EC

2006/95/EC

1999/5/EC

EN55014-1 (2000), EN55014-2 (1997), EN61000-3-2 (2000), EN61000-3-3
(1995), EN 301 489-3 (V1.3.1), EN 300 220-3 (V1.1.1), EN60335-1 (1994),
and EN60335-2-95 (2000)

Dec la ra t ion  o f  I ncorpora t ion
A power door operator, in combination with a Garage Door must be installed
and maintained according to all the Manufacturer’s instructions, to meet the
provisions of EN12453, EN13241-1 and Machinery Directive, 98/37/EG. 

B. P. Kelkhoff
Manager, Regulatory Affairs
Chamberlain GmbH
D-66793 Saarwellingen
January, 2009
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Abbildungen – Garagentorantriebe GPD60, GPD65

Figures – Modèles GPD60, GPD65 de ouvre-porte de garage

Illustrations – Garage Door Operator Models GPD60, GPD65

Ilustraciones – Abridor de la puerta de garage, Modelo GPD60, GPD65

Illustrazioni – Apriporta per garage Modelli GPD60, GPD65

Afbeeldingen – Modellen GPD60, GPD65 Garagedeuropener

Instruções – Operador automático de porta, Modelo GPD60, GPD65

en

de

fr

es

nl

it

pt

Chamberlain GmbH
Alfred-Nobel-Str. 4

D66793 Saarwellingen
www.chamberlain.de

en (+44) 0800 317847

nl (+31) 020.684.79.78

fr

de (+49) 06838-907-100

(+33) 03.87.95.39.28

it

es (+34) 902 88 33 79

(+39) 02 303 52006 

pt 707 785 454
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Step 3 Test Safety Reverse System SEARS 315-699 (Yellow Disk #2)
Models 53315, 53415, 535156, 53625 & 53699

6/20/89 - 6/27/89

18

19 1. 2. 3.

2

1

1

20
21

LOCK

LIGHT

8

8

4

2

3

1

WHT
2

RED
1

1

21
RED WHT

LOCK

LIGHT

1

2

3

56

8

9

10

4

LOCK

LIGHT

GPD65

GPD60

722

1

3

5

4

6

7

012B0905

012B0906

012C0908

012C0788

001B0911
(GPD65)

8

05765

2

9

183D0181-3

001A6355-3
(4-piece rail, GPD65)

001A5643-6

10

11

12

001A4166
001B4494-1

L

GPD60 (4x)
GPD65 (6x)

GPD65 (4x)

14

041A0079

GPD60 (3x)

041A5644
3-piece rail, GPD60

001A5690-35
(GPD60)
001A5690-36
(GPD65)

041A0521-2
(4-piece rail, GPD65)

041C0521-1
(3-piece rail, GPD60)

041A5676

13

23

1

2

2

1 1

2

1

4

50mm

13

1

2

11 2

50mm
(2")

3
14

B

A

3

6

150mm

 (6")        

1
2

3

5

5

2

4

4

5
5

5

5

12

50mm

114A3568B

9

6 8
7

3

5

845EML

1703EML

770EML1702EML760EML

4

8747EML

4330E 4333E4332E

84335EML

3

12

1EML 34EML/41EML

84333EML

2

84330EML

1

LOCK
LIGHT

11

75EML

10

24



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /OK
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AharoniBold
    /Algerian
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /BankGothicBT-Light
    /BankGothicBT-Medium
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BlackadderITC-Regular
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BradleyHandITC
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Castellar
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /CityBlueprint
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CommercialPiBT-Regular
    /CommercialScriptBT-Regular
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /CountryBlueprint
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dotum
    /DotumChe
    /Dutch801BT-Bold
    /Dutch801BT-BoldItalic
    /Dutch801BT-ExtraBold
    /Dutch801BT-Italic
    /Dutch801BT-Roman
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversMT
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /EstrangeloEdessa
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EuroRoman
    /EuroRomanOblique
    /FelixTitlingMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /GDT
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Gigi-Regular
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HCentral
    /HellasArialPlain
    /HelveticaLT
    /HelveticaNeue-Black
    /HelveticaNeue-BlackCond
    /HelveticaNeue-BlackCondObl
    /HelveticaNeue-BlackExt
    /HelveticaNeue-BlackExtObl
    /HelveticaNeue-BlackItalic
    /HelveticaNeue-Bold
    /HelveticaNeue-BoldCond
    /HelveticaNeue-BoldCondObl
    /HelveticaNeue-BoldExtended
    /HelveticaNeue-BoldExtendedOblique
    /HelveticaNeue-BoldItalic
    /HelveticaNeue-BoldOutline
    /HelveticaNeue-Condensed
    /HelveticaNeue-CondensedObl
    /HelveticaNeue-ExtBlackCondObl
    /HelveticaNeue-Extended
    /HelveticaNeue-ExtendedOblique
    /HelveticaNeue-ExtraBlackCond
    /HelveticaNeue-Heavy
    /HelveticaNeue-HeavyCond
    /HelveticaNeue-HeavyCondObl
    /HelveticaNeue-HeavyExt
    /HelveticaNeue-HeavyExtObl
    /HelveticaNeue-HeavyItalic
    /HelveticaNeue-Italic
    /HelveticaNeue-Light
    /HelveticaNeue-LightCond
    /HelveticaNeue-LightCondObl
    /HelveticaNeue-LightExt
    /HelveticaNeue-LightExtObl
    /HelveticaNeue-LightItalic
    /HelveticaNeue-Medium
    /HelveticaNeue-MediumCond
    /HelveticaNeue-MediumCondObl
    /HelveticaNeue-MediumExt
    /HelveticaNeue-MediumExtOblique
    /HelveticaNeue-MediumItalic
    /HelveticaNeue-Roman
    /HelveticaNeue-Thin
    /HelveticaNeue-ThinCond
    /HelveticaNeue-ThinCondObl
    /HelveticaNeue-ThinExt
    /HelveticaNeue-ThinExtObl
    /HelveticaNeue-ThinItalic
    /HelveticaNeue-UltraLigCond
    /HelveticaNeue-UltraLigCondObl
    /HelveticaNeue-UltraLigExt
    /HelveticaNeue-UltraLigExtObl
    /HelveticaNeue-UltraLight
    /HelveticaNeue-UltraLightCond
    /HelveticaNeue-UltraLightCondObl
    /HelveticaNeue-UltraLightItal
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /ISOCPEUR
    /ISOCPEURItalic
    /ISOCTEUR
    /ISOCTEURItalic
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /MaturaMTScriptCapitals
    /MgPolHelvetica-Normal
    /MicrosoftSansSerif
    /MingLiU
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /Monospace821BT-Bold
    /Monospace821BT-BoldItalic
    /Monospace821BT-Italic
    /Monospace821BT-Roman
    /MonotypeCorsiva
    /MS-Gothic
    /MS-Mincho
    /MS-PGothic
    /MS-PMincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MS-UIGothic
    /MVBoli
    /Narkisim
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NSimSun
    /OCRAExtended
    /OldEnglishTextMT
    /Onyx
    /PalaceScriptMT
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /PanRoman
    /Papyrus-Regular
    /Parchment-Regular
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Pristina-Regular
    /Raavi
    /RageItalic
    /Ravie
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rod
    /RodTransparent
    /Romantic
    /RomanticBold
    /RomanticItalic
    /SansSerif
    /SansSerifBold
    /SansSerifBoldOblique
    /SansSerifOblique
    /ScriptMTBold
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SnapITC-Regular
    /Stencil
    /StylusBT
    /SuperFrench
    /Swiss721BT-Black
    /Swiss721BT-BlackCondensed
    /Swiss721BT-BlackCondensedItalic
    /Swiss721BT-BlackExtended
    /Swiss721BT-BlackItalic
    /Swiss721BT-BlackOutline
    /Swiss721BT-Bold
    /Swiss721BT-BoldCondensed
    /Swiss721BT-BoldCondensedItalic
    /Swiss721BT-BoldCondensedOutline
    /Swiss721BT-BoldExtended
    /Swiss721BT-BoldItalic
    /Swiss721BT-BoldOutline
    /Swiss721BT-Italic
    /Swiss721BT-ItalicCondensed
    /Swiss721BT-Light
    /Swiss721BT-LightCondensed
    /Swiss721BT-LightCondensedItalic
    /Swiss721BT-LightExtended
    /Swiss721BT-LightItalic
    /Swiss721BT-Roman
    /Swiss721BT-RomanCondensed
    /Swiss721BT-RomanExtended
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Technic
    /TechnicBold
    /TechnicLite
    /TempusSansITC
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-Italic
    /TwCenMT-Regular
    /UniversalMath1BT-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /VinetaBT-Regular
    /Vivaldii
    /VladimirScript
    /Vrinda
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [1482.000 2099.000]
>> setpagedevice




